[image: image1.jpg]=

RENOLIT




The composition of the membranes to be employed precludes the need for maintenance of the membranes or associated components.

Once Every Six Months
However BS6229:1982 recommends that all flat roofs be inspected annually, it also states that in areas of high dust or pollution, inspections should be carried out more frequently. This ensures that dirt or debris is removed before causing damage and that signs of failure can be reported and remedial action taken at an early stage. Ideally flat roofs should be inspected every six months, in the Spring and Autumn. These inspections involve a routine look at the roof structure and its ancillary services. It is important to check that the gutters and outlets are not blocked by fallen leaves which may cause water to pond.

Once A Year
Each year it is essential that a more detailed study of the flat roof is carried out to identify any potential problems and renew damaged components. Before any work is undertaken the original specifications should be consulted as the roof may be under guarantee. If there is a guarantee it is essential that remedial work is carried out by the original contractors to ensure that the guarantee is not invalidated. As with the six monthly inspection, the roof must be checked for debris and gutters and outlets cleaned. Gratings and wire cages should be renewed where necessary and flashings, trims and cappings replaced if damaged.

Once Every Ten Years

The roof structure should be inspected professionally, either by a roofing contractor or roofing system manufacturer. This inspection will identify any current problems and those which are likely to occur in the future. It is important that this inspection is carried out by a professional, as many of the potential problems will not be apparent to the untrained eye. The roof should be surveyed for the deterioration of structural elements, especially where a timber deck has been used as this is susceptible to moisture.
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Roofing
DO's and DON'Ts
DO report a leak as soon as it is noticed

DO check with the original specification to identify the roof build up.

DO consider skilled repair now rather than costly replacement later.

DO record the cause of the problem and the date and location of repair for future reference.

      This should ideally take the form of a building book.

DO use a recognised roofing contractor or materials manufacturer.

DO seek the advice of the original contractor/manufacturer should any ancillary services be installed at a later date.

      This will ensure that the components are properly detailed and waterproofed to maintain the roof's

      waterproofing integrity.

DO check the roof and get a written report on it before and after any work is carried out by other trades.

      In this way damage caused by other people will be easily identifiable.

DON'T use the roof as a working platform for adjoining buildings.


Where access is required, protection must be given so as not to damage the waterproofing membrane.

DON'T allow other trades to fix units through the waterproofing membrane without proper advice. This is especially


important when having television aerials, heating and ventilating plant and telephone cables installed.

DON'T drop cement, paint or solvents on the roof as these may soften and destroy the roof covering.        


